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SAFE BOX
Reference
Material
External Dimensions(mm) Width x Height x Depth
Internal Dimensions (mm) Width x Height x Depth
Volume (l)
Body thickness (mm)
Door thickness (mm)
Solid Bolt (mm)
Color
Anchorage
Interior mat
Internal light
Rental

Inner socket
Door cut and door frame
Net weight (Kg)
Loading Qty. 20'
OPENING

AMS-LB01-UA
Hot rolled steel
400x200x410
396x146x406
27.5
2
5
20
Black
2 fixing holes in the base and 4 in the back.
Included 4 x 8x80 galvanized steel expansion
anchoring units.
Color black, 5 mm thick
Yes
Yes
System of rent by means of magnetic rod that
activates the safe.
Universal socket with USB, which allows you to
charge mobile, laptop, iPad, tablet, camera etc.
Laser
14.1
700

»» Opening system: Motorized electronic.
»» 12 manager codes, through the external control unit.
»» 6-digit user code.
»» Audit of opening and closing of the last 100 registrations through CEU and software.
»» NO key for emergency opening.
»» Powered by 4 AA alkaline batteries.
»» Battery holder with anti-theft screw.
»» Low battery indicator.
OTHERS
»» The external unit allows: Initialize the box (date, time, room number). Make emergency openings.
Read the last 100 opening and closing records, as well as dump them to a computer for later printing.
»» It includes software that allows you to display the dump logs on the screen and print them.
»» Memory Flash-Ram: information is not lost even if it runs out of batteries.
»» The screws are made of 304 stainless steel.

Detalles de LA BESTIA SAFE

Packing Information
Psc per carton
Carton size (mm)
Net/gross weight (kg)

1
413x228x424
14.1/15.1
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